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for position indicators used on linear actuators

Installation kits

GN 294

Torque limiting contact block GN 294.2

Position indicator GN 952

Tt

b

di de H7 /7 b
< Linear

actuator

18 6 47
30 8 47
40 12 47
50 12 58

Specification

Adaptor shaft GN 294.1
Steel

blackened

Torque limiting contact block
GN 294.2
Aluminum

black anodized
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Adaptor shaft GN 294.1
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Linear actuator stls 4
l1 l2 I3 rn
40 17 12 32
40 15 12 32
53 16 - 32
53 17 - 32
Information

With the installation kits GN 294 the linear actua-
tors can be fitted with a position indicator.

An installation kit comprises an adaptor shaft
GN 294.1 and a torque limiting contact block
GN 294.2.

A retrofit is possible. The handwheel is removed.
The kit is installed and the handwheel is re-fitted.
The space required (s + I3) has to be taken into
consideration.

As a rule a counter is chosen which matches the
pitch of the trapeze thread on the lead spindle to
show the read-out required per complete revolu-
tion.
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r2 S

24,5 10
245 10
24,5 10
29 10

How to order

Installation kit
for position indicator
GN 294-30-8

| |

di (J-Linear actuator) —

Code no.
d2

An installation kit
comprises an adaptor shaft
GN 294.1 and a torque
limiting contact block

GN 294.2.

Position indicators GN 952
and handwheels have
to be ordered separately.
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